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TOOLING TECHNOLOGY

Dia-saw



ooSizing Trimming Panel sizing

D ia - S a w s  d r e b o f la s h ¨ d e v e lo p e d  b y  t h e  P io n e e r  L A C H - D IA M A N T

Dia-Circular saw
¯  D SB B ¯  d Z Order No.
200 3,2 2,2 30 36 72 990 573
250 3,2 2,2 30 48 72 990 574
300 3,2 2,2 30 60 72 990 575
300 3,2 2,2 30 72 72 990 576
300 3,2 2,2 30 84 72 990 577
300 3,2 2,2 30 96 72 990 578
305 3,2 2,2 30 60 72 990 579
305 3,2 2,2 30 72 72 990 580
305 3,2 2,2 30 84 72 990 581
305 3,2 2,2 30 96 72 990 582
315 3,2 2,2 30 72 72 990 583
315 3,2 2,2 30 84 72 990 584
315 3,2 2,2 30 96 72 990 585
All saw blades are available with pin holes

Dia-Scoring saws
¯  D SB B ¯  d Z Order No.
100 3,2/4,0 2,2 22 18 72 990 563
110 3,2/4,0 2,2 22 18 72 990 564
120 3,2/4,0 2,2 22 18 72 990 565
120 3,2/4,0 2,2 22 24 72 990 566
125 3,2/4,0 2,2 22 18 72 990 567
125 3,2/4,0 2,2 22 24 72 990 568
150 3,2/4,0 2,2 30 18 72 990 569
150 3,2/4,0 2,2 30 24 72 990 570
180 3,2/4,0 2,2 30 24 72 990 571
180 3,2/4,0 2,2 30 36 72 990 572

Dia-Circular saw
for cutting board materials
¥ chip boards coated and uncoated
¥ MDF coated and uncoated
¥ various plastic materials
on different machines
¥ circular saw benches
¥ vertical panel sizing saws
main blade against feed
scoring saw with feed
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Dia-Saws dreboflash® developed by the Pioneer LACH-DIAMANT

Dia-Panel sizing saws
Ø D SB B Ø d Z Order No.
350 4 3 30 60 72 990 531
350 4 3 30 72 72 990 532
400 4,4 3,2 30 60 72 990 533
400 4,4 3,2 30 72 72 990 534
400 4,4 3,2 30 84 72 990 535
400 4,4 3,2 60 60 72 990 536
400 4,4 3,2 60 72 72 990 537
400 4,4 3,2 60 84 72 990 538
400 4,4 3,2 75* 60 72 990 539
400 4,4 3,2 75* 72 72 990 540
400 4,4 3,2 75* 84 72 990 541
430 4,8 3,5 60 60 72 990 542
430 4,8 3,5 60 72 72 990 543
430 4,8 3,5 60 84 72 990 544
430 4,8 3,5 75* 60 72 990 545
430 4,8 3,5 75* 72 72 990 546
430 4,8 3,5 75* 84 72 990 547
450 4,8 3,5 30 60 72 990 548
450 4,8 3,5 30 72 72 990 549
450 4,8 3,5 30 84 72 990 550
450 4,8 3,5 60 60 72 990 551
450 4,8 3,5 60 72 72 990 552
450 4,8 3,5 60 84 72 990 553
* 4 NL ¯ 15 TK 105

Dia-Scoring saws
SB

Ø D conical B Ø d Z Order No.
125 4,4/5,6 4 22 20 72 990 554
125 4,4/5,6 4 45 20 72 990 555
150 4,4/5,6 4 20 20 72 990 556
150 4,4/5,6 4 30 20 72 990 557
150 4,4/5,6 4 45 20 72 990 558
180 4,4/5,6 4 20 24 72 990 559
180 4,4/5,6 4 30 24 72 990 560
200 4,4/5,6 3,5 45 24 72 990 561
215 4,4/5,6 3,2 50 24 72 990 562

Dia-Panel sizing saw
for sizing panels
• single boards
• or packages
of different materials
• chip boards coated and uncoated
• MDF coated and uncoated
• various plastic materials
used on panel-dividing plants
• main blade against feed
• scoring saw with feed

Dia-saw



oTrimming

05
/0

5-
E

Subject to technical alterations!

É and also the sharpening of your Dia-saws with the newest technology
ÝE D Gp l u s ¨ Üin the LACH DIAMANT Sharpening & Service Center.

Dia-Multi-blade saws
¯  D SB B ¯  d Z Order No.
200 3,2 2,2 60 36 72 990 586
200 3,2 2,2 60 42 72 990 587
200 3,2 2,2 60 48 72 990 588
220 3,2 2,2 60 36 72 990 589
220 3,2 2,2 60 42 72 990 590
220 3,2 2,2 60 48 72 990 591
220 3,2 2,2 100 36  72 990 592
220 3,2 2,2 100 42 72 990 593
220 3,2 2,2 100 48 72 990 594
250 3,2 2,2 100 36 72 990 595
250 3,2 2,2 100 42 72 990 596
250 3,2 2,2 100 48 72 990 597
* with DKW

Dia-Multi-blade
sawing
machines
For cutting board materials
for production of
• laminate flooring
• parquet flooring
• panels
• door frames
• strips
against feed
with or without flange

Dia-saw

Manufacturing and sharpening services for USA/Canada:
LACH DIAMOND INC. • Grand Rapids/MI 49512 • 4350 Airwest Drive, S.E.
Tel. (616) 6 98-0101 • Fax (616) 6 98-0232 • Tollfree: 1-800-LACH-USA

JAKOB LACH GmbH & Co. KG
Donaustr. 17 á D-63452 Hanau
Telefon +49-61 81-103 0 á Fax +49-61 81-103 860
www.lach-diamant.de á office@lach-diamant.de
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